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SPECIFICATION SHEET 

V1.0          Errors & Omissions excluded. Specification is subject to change without notice. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

General Information     
Dimensions  148mm x 207mm x 8mm (Excluding Gasket) 

Finishes Available  Replace * with: AB (Antique Brass), BN (Black Nickel), BR (Polished Brass), 
CH (Polished Chrome), SB (Satin Brass), SC (Satin Chrome) or 

SS (Stainless Steel) 

Material Composition  Front Plate: Stainless Steel  

Cable Size  Dependent on modules fitted 

Back Box Depth    Dependent on modules fitted 

Modular   Yes  

Aperture  12 

Module Mounting Yoke Required  Yes (3 x GR20400) 

Operational Temperature   ‐5°C – +40°C     

Warranty  10 Years  

 

Standards  BS 5733: 2010 +A1: 2014 

   

Additional Information  Ensure that the mains supply is isolated before commencing installation 
and refer to the circuit diagram supplied with the relevant product. 

Bare earth cables must always be covered with appropriate sleeving and 
wired to the earth terminal. 

DP*20512 requires (3x) GR20400 3‐4 Module Mounting Yokes. These 
plates are designed to be used with specified back box WA518.  

Interchangeable with modules in the GRIDPRO system; 

 

   

Product Code  DP*20512    Description  12 Gang Deco Plus Grid Plate  


