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Product Code CPC100++ Product Description 20VA Dual Voltage Shaver Outlet (115-230V)

General Information
Dimensions 86mm x 146mm x 47.5mm

Finishes Available CPC100: White, CPC100SV: Silver (RAL 9006 (White Aluminium))

Material Composition Front Plate: Polycarbonate

Insert & Base: Polycarbonate

Live & Neutral Terminals: Brass Plated Steel

Earth Terminal: Brass

Terminal Screws: Steel and Yellow Passivated

Internal Busbars: Formed Pressed Brass

Earth Strap: Mild Steel

Maximum Voltage 230V~ 50Hz

Current Rating 20Va at 115V or 230V

Fixing Centres 120.6mm (Vertical Fixing)

Terminal Screw Size 3mmø

Terminal Torque 0.4Nm

Terminal Capacity 2 x 1.5mm2, 1 x 2.5mm2

Twin Earth Yes

IP Rating IP20

Back Box Depth 47mm

Temperature Rating -5° to +40°C

Warranty 10 Years (Domestic)
Standards

Standards BS EN 61558-1 & BS EN 61558-2-5

Additional Information

Additional Information CLICK dual voltage shaver outlets incorporate a double wound isolating transformer rated 20Va at 
230V or 115V and meets BS EN 61558-2-5 making it safe for use in bathrooms.


